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BT range
Low profile (32mm) allows surface or channel mount

Low wattage reduces petrol consumptin and increases engine life
Leng life LED light sources require no maintenance

Spike protection built in

Protected against incorrect wirkng polarity

Can be installed in vertical or horizontal configurations

Available with double screw caps, designed to withstand machanical
cleaning equipment.

CTL & CTS range B

7-25 volt with constant light output

Low profile (32mm at centre - 12mim on edage)
allows surface mount on vehicle

IPaTK design fully sealed against dust and water
ingress

Low power consumption - reducing fuel
consumption and engine wear,

Individual LED's not visible until activated
Provided with 500mm of shielded cable
Electronic spike protection

Reverse polarity protected

Vibration tested, heat and color tested to ECE specifications

High strength acrylic optic - resistant to UV and chemical wash
attack with high impact resistance

Fven light emission across the entire optic utilizing multiple
light sources for improved safety

Designed for recess or surface mount
Three (3) fixing points for added secuirty
submersible (temporary)

Lead free components
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v~ 7-35 Volt Constant High Output
v 100% Water Proof

v ECE-Approved

+ ADR-Approved
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SD range

The Orion 530 ranges of LED lamps are extremely
low profile (20mm) sidemarker, cabin marker
and position marker lamps.

Characterized by utilizing high thickness (4mm)
acrylic lenses {resistant to UV and chemical
attack)

100% waterproof, RoHS compliant, vibration
tested and designed to meet the latest design
trends of low profile lamps.

Constant light output from 7-35 valts s a
standard feature inall,
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